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; Here are a few of the reasons why engineers choose WallBrand pencils and irons. 
-They’re Thermogram Rated for better efficiency. Cooler Handles. Feather Light. Per- 


fect Balance. Extreme Operator Comfort. 
Production Line Model 18HD—Thermogram Value: 300—25 watt input. Engineered for 


- continuous precision soldering applications, the Model 18 has a total weight (less 


cord) of only 1% ounces. A wide selection of tips available. Specifically engineered for 
the demanding applications of micro-circuitry, and high density packaging, precision 
work on solid state devices, printed circuits, etc. Designed with.the critical tempera- 
ture ranges of micro-miniature components in mind. 


Production Line Model 14HD—Thermogram Value: 900—40 watt input. The Model 14 
has the same precision components as the Model 18 and is designed for continuous 
production line work requiring more heat in a wide variety of tip sizes. Also 50 watt. 
Now, in addition to the present Wall soldering pencil irons, you can have Wall solder- 
ing pencils in a new plug type system. All heating elements for the 614-618 and sub- 
miniature 6116 are interchangeable with one handle and cord assembly. 

HD Type for continuous, heavy duty soldering requirements: 


e Triple-life resistance wire wound on pure mica. e Offers constant, even tip tem- 
perature. e Extra fast recovery. ¢ Excellent balance. e 120 or 130 volts, ac or dc (other 


voltages on request). Moder Watt Tip Length Therma/ 
TRIG-R-HEAT SOLDERING GUN SPECIFICATIONS odel input © Size W/OTip Gram Value 
Tip Max. Min. Voltage Weight Vp” 5h 
Model size watts watts ACorDC w/OCord {31, 73 72, $78) an 
ee Fe ee lf” 5a” 00 
Q14LT 4” 400 150 110-120 1407. bigup ao. ae ee ODO 
212LT %” 500 300 110-120 24 02. 6116 11 Vg” 614” 125 
38HD ©6809” 1014” = 1500 
TIP AND ELEMENT ASSEMBLY oe ee ee te ny 
Q14TE 1%” 400 150 110-120 58HD 200 494” 1244” = 3500 
212TE 14” 550 300 110-120 78HD 250%” ~—1238” = 5400 


Watt. Tiplet Length 
del input Voltage = ‘size w/o Tiplet 


863 40 125 Ko” 838” 


The Wall Trig-R-Heat Soldering Gun—Feather light, 14 0z., no heavy transformer. You 
can reach hard to get spots, tip will not deform. It has an insulated spot light switch, 
independent of trigger action. Heats instantly, recovers instantly. Rugged, precision 
built, made to last. One gun with two interchangeable tip and element assemblies to 
solve all soldering problems. This gun is made for the man who wants the best. 
Economaster 6316—Industrial type soldering pencil at a popular price. Light weight, 
excellent balance, rugged construction, stable tip temperature. Ideally suited for all 
soldering applications. 

14DS New Wall Desoldering Tool—Keeps solder in a molten state in reservoir, oper- 
ated with one hand, fits existing Wall HD Iron. Replaceable tip (.080 opening). 
538HD Swivel Iron—Adjustable, seven positions. From straight to 90° in 15° incre- 
ments. Quick positive locking adjustment. 80W or 100W 3%’ tip size. 


TechniMaster 863 


2AG Heat Gun, AG Heat Gun—Plug-type hot air guns from 200 to 600 watts, adaptable 


for any usage requiring up to 1000° F. 2AG pistol grip available with trigger at addi- 
tional cost. Opens air and heat at same time. Apply heat only when you need it. AG 
handle grip. One heating element fits both guns. All five tip styles interchangeable. 
Special tips upon request. Three-wire cord assembly. The perfect guns for hundreds 
of different uses—to shape, form, weld and seal thermoplastics. Excellent heat source 
for shrinkable tubing. Gun includes neoprene air hose, hose fittings and pressure reg- 
ulator valve. 

Soldering Tips for Pencils and Irons—Wall has an extremely wide selection of solder- 
ing tips. Write for Bulletin I-464. These soldering tips are available in three different 
series, for WallBrand irons and pencils. 

Anniversary—Industrial grade. Highest quality. Copper core. Special iron coating. 
Centerless-ground shaft. Non-freeze. Bright finish. Ultra long life for precision work 
and rigorous production line demand. 


WallKlad—Industrial grade. Copper core, iron coating chrome plated for production 
applications, critical laboratory use. 


WallBrand—Commercial grade, copper, nickel plated for some production and all com- 
mercial applications. 

A complete selection of tips from %", %6”, %4”, 3%”, %”, 58” and %”. Special tips to 
specification, designed upon request. 

New Soldering Tip Dispenser Pac. WallBrand tips are available in a handy tip dis- 
penser pac. Tip sizes ’8” through 9%”. This unique Wall development keeps tip individ- 
ually sealed in a color coded, continuous belting, plastic envelope. These envelopes 
are loaded in the popular Tip Dispenser Pac. The WallBrand individual Tip Dispenser 
Pac is ideally suited for production line station or stock distribution. 


OS _WALL WALL MANUFACTURING CO., 
Vy BRAND Industrial Soldering Pencils are built to exceed federal specification W-S-570a as 
amended. WallBrand soldering products are UL and CSA listed. 
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